
� Sound Rated: A
� Minimum Starting Temperature: 0”F, -18”C for HO lamp
� Minimum Starting Temperature: 60”F, 18”C fo HO/ES lamp
� Maximum Case Temperature: 167”F, 75”C

� �Meets FCC Part 18 (Class A) Non-Consumer Limits
� T�ransient Protection Meets ANSI/IEEEC62.41 Cat. A
� �Ballast frequency for all listed lamps: 20KHz-33KHz

STARTING METHOD: Rapid INPUT VOLTAGE: 120-277VAC ±10% WARRANTY: 5 Years 

LAMP CONNECTION: Series INPUT FREQUENCY: 50/60 Hz POWER FACTOR: High

ELECTRICAL SPECIFICATIONS

PRODUCT FEATURES

Speci�cations subject to change.									                          Revised 10/9/11
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kteb-2110-UV-TP-PIC
t12HO electronic fluorescent

LAMP TYPE NO. OF 
LAMPS

INPUT 
VOLTS

INPUT 
WATTS

INPUT 
CURRENT  

(AMPS)

POWER  
FACTOR

CREST  
FACTOR

BALLAST 
FACTOR

BALLAST EFFICACY 
FACTOR

MAX 
THD%

WIRING 
DIAGRAM

F96T12/HO 110W

2 120 196.0 1.65 0.99 1.70 0.85 0.43 10 F2-1

2 277 196.0 0.71 0.98 1.70 0.85 0.43 10 F2-1

1 120 104.0 0.88 0.95 1.70 0.92 0.88 10 F1-12

1 277 104.0 0.38 0.94 1.70 0.92 0.88 10 F1-12

F96T12/HO/ES 95W
2 120 164.0 1.38 0.98 1.70 0.90 0.55 10 F2-1

2 277 164.0 0.60 0.97 1.70 0.90 0.55 10 F2-1

F72T12/HO 85W
2 120 154.0 1.30 0.99 1.70 0.90 0.58 10 F2-1

2 277 154.0 0.56 0.97 1.70 0.90 0.58 10 F2-1

F60T12/HO 75W
2 120 132.0 1.10 0.97 1.70 0.90 0.68 10 F2-1

2 277 132.0 0.47 0.96 1.70 0.90 0.68 10 F2-1

F48T12/HO 60W
2 120 104.0 0.88 0.96 1.70 0.90 0.87 10 F2-1

2 277 104.0 0.38 0.96 1.70 0.90 0.87 10 F2-1

WIRING DIAGRAMS
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FOR 1 LAMP OPERATION, CAP YELLOW 
LEADS, INSULATE TO 600V
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